
 

 

  

 

 

Physical Characteristics (Overall) 

HezrraLink floor standing network cabinet (glass door) 

Main Material SPCC cold rolled steel 

Thickness Mounting profile 2.0mm, mounting angle 1.5mm, others 1.2mm 

Surface Finish Degreasing, pickling, phosphoric, powder coated 

Degree of Protection lP20 

Loading Capacity Static loading: 800KG 

Color Black RAL9004, Grey RAL7035 
 
Product Details 
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Installation in Structure 

 

Main Parts 

S/N Description Quantity Unit Material Surface finish Remark 
1 Top cover 1 Piece SPCC cold rolled steel 1.2 Powder coated — 

2 Frame 2 Piece SPCC Cold rolled steel 1.5 Powder coated — 

3 Front door 1 Piece 5MM Toughened glass Powder coated — 

4 Side panel 2 Piece SPCC Cold rolled steel 1.2 Powder coated  Steel door 

5 Rear door 1 Piece SPCC Cold rolled steel 1.2 Powder coated  Steel door 

6 Bottom panel 1 Piece SPCC Cold rolled steel 1.2 Powder coated  — 

7 Mounting angle 4/6 Piece SPCC Cold rolled steel 1.5 Powder coated 4pcs for lower 27U 

8 Mounting profile 4 Piece SPCC Cold rolled steel 2.0 Powder coated — 

9 Spacer 8/12 Piece SPCC Cold rolled steel 1.2 Powder coated For 800mm width cabinet only 

10 M6 screw 20/40 Set — — 40pcs for over 32U 

11 Spring lock 1 Piece — — With 2 keys 

12 Round lock 1 Piece — — With 2 keys 

13 2.0’’ heavy duty castor 4 Piece — — — 

14 Adjustable feet 4 Piece — — — 

15 Allen wench 1 Piece — — — 

Remark: width 800mm and above 32U Cabinets with 12 spacer, lower 32U with 8 spacer 

 

Dimension 
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Capacity(U) Width(mm) Depth(mm) Height(mm) 

9U 

600 

600 589 

12U 600 722 

15U 
600 

855 
800 

18U 

600 

988 800 
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1000 

22U

600

600 

1166 

800 

1000 

800 
800 

1000 

27U

600

600 

1388 

800 

1000 

800 
800 

1000 

32U

600

600 

1610 

800 

1000 

800 
800 

1000 

37U

600

600 

1833 

800 

1000 

800 
800 

1000 

42U

600

600 

2055 

800 

1000 

800 

800 

1000 

47U 1000 2277 


